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SECTION 230553 – IDENTIFICATION FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 WORK INCLUDES 

A. Base Bid and Alternate Bids: 

1. Contractor provide: 

a. Equipment labels. 

1.2 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Equipment Label Schedule:  Include a listing of all equipment to be labeled with the proposed 

content for each label. 

1.3 COORDINATION 

A. Coordinate installation of identifying devices with completion of covering and painting of surfaces 

where devices are to be applied. 

B. Coordinate installation of identifying devices with locations of access panels and  doors. 

C. Install identifying devices before installing acoustical ceilings and similar concealment. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT LABELS 

A. Plastic Labels for Equipment: 

1. Material and Thickness:  Multilayer, multicolor, plastic labels for mechanical engraving, 1/16 

inch thick, and having predrilled holes for attachment hardware. 

2. Letter Color:  Black. 

3. Background Color:  White. 

4. Maximum Temperature:  Able to withstand temperatures up to 160 deg F. 

5. Minimum Label Size:  Length and width vary for required label content, but not less than 2-

1/2 by 3/4 inch. 

6. Minimum Letter Size:  1/4 inch for name of units if viewing distance is less than 24 inches, 
1/2 inch for viewing distances up to 72 inches, and proportionately larger lettering for greater 

viewing distances.  Include secondary lettering two-thirds to three-fourths the size of princi-

pal lettering. 
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7. Fasteners:  Stainless-steel rivets or self-tapping screws. 

8. Adhesive:  Contact-type permanent adhesive, compatible with label and with substrate. 

B. Label Content:  Include equipment's Drawing designation or unique equipment number, Drawing 

numbers where equipment is indicated (plans, details, and schedules),  plus the Specification 

Section number and title where equipment is specified. 

C. Equipment Label Schedule:  For each item of equipment to be labeled, on 8-1/2-by-11-inch bond 

paper.  Tabulate equipment identification number and identify Drawing numbers where equipment 

is indicated (plans, details, and schedules), plus the Specification Section number and title where 

equipment is specified.  Equipment schedule shall be included in operation and maintenance data. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean piping and equipment surfaces of substances that could impair bond of identification 

devices, including dirt, oil, grease, release agents, and incompatible primers, paints, and 

encapsulants. 

3.2 EQUIPMENT LABEL INSTALLATION 

A. Install or permanently fasten labels on each major item of mechanical equipment. 

B. Locate equipment labels where accessible and visible. 

END OF SECTION 230553 

 


